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Safety and Hygienic-Designed HMI
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Features

® 7"~21.5" TFT-LCD Support PCT
@ Intel Celeron N2930 Processor
® Onboard 4GB DDR3L 1333 MHz N
® Food Grade of Stainless Steel (SUS304) W0\ \\

® Flat Front Bezel IP66/69K Rating L. EAS e o N
® Fanless Design

® Design with NSF/ANSI/3-A Standard
® EN 1672-2 Certificaiton

EN-1672-2
Food Safety Standard

SUS304/316(Option) Font Bezel
Stainless Steel Front Bezel IP66/1P69K

Panel Mount PCT Touch Screen
VESA Mount with 7H Anti-Scratch

..... DC 9-36V ( - ﬂ!”b
Wide-range Power Input g @ __ANSI .



Specification

Model Name
System
CPU
Chipset
Memory
Graphic

1/0 Port
usB

Serial/Parallel

Audio
LAN

Power

Storage Space

Expansion Slot

LCD

Size

Max. Resolution

Max. Colors

Contrast Ratio
Luminance (cd/m?)
Backlight Life Time (hrs)
View Angle (V°/H°)
Touch Screen

Type

Interface

Light Transmission (%)
Mechanical
Construction
Mounting

IP Rating

Dimension (mm)
Power Supply

Power Input
Environmental
Operating temperature
Storage temperature
Storage humidity
Vibration

Shock

Certification

Operating System Support

0S Support

FABS Series

807 P/G(H) 810 P/G(H)  812P/G(H) 815 P/G(H)

817 P/G(H)

819 P/G(H) 821 P/G(H)
Intel Celeron N2930(1.83GHz) Processor
SoC
Onboard 4GB DDR3L 1333MHz
Intel HD Graphics 792 MHz

2 x USB 3.0 type A
1 x RS-232 DB-9 (COM2)
1 x DB-9 RS-232/422/485 (Default RS-232) (COM1)
1 x Audio Line Out
2 x GbE LAN RJ-45
1 x 3-pin DC Power input terminal
1 x 2-pin connector for power on/off button

1 x SD card slot
1 x SATA MO297 SSD (77)
2.5"HDD (10.1” ~ 21.5”) bay, Easy Accessible Design

1 x Internal Mini-PCle slot full size on board

7 10.1” 12.17 15” 17’ 19” 21.5”
800 x 480 1280 x 800 1024 x 768 1024 x 768 1280 x 1024 1280 x 1024 1920 x 1080
262K 12.7M 16.2M 16.7M 16.2M 16.2M 16.7M
400:1 800/1300:1 700:1 800:1 1000:1 1000:1 3000:1
350 350/300 500 420 350 350 250
40,000 N/A 50,000 50,000 30,000 50,000 30,000
110/140 170/170 160/140 160/160 170/160 170/165 178/178

Projected Capacitive Touch
usB
Over 90%

SUS304 / SUS316(Option) Stainless Steel Front Bezel with Aluminum Die-Casting Back Cover
Panel Mount / VESA 75 (7”) / VESA 100 (10.1” ~ 21.5”)
Front Panel IP66 / IP69K
192 x 138 x 40 272 x 176 x49 303 x229 x51.7 422 x 331 x54.7 482 x297 x64.8 450 x 362 x 64.8 539 x 344 x 64.8

DC 9~36V

0~50°C
-20~60°C
10 to 90% @ 40°C, non-condensing
1G /5 ~ 500Hz (Random) / Operation
15G peak acceleration(11 msec. duration)/operation

Hygiene-standard flat seal : In accordance with DIN EN 1672-2 and NSF/ANSI/3-A
Food-standard flat seal : In accordance with FDA 21 CFR Part 11 and ANSI/ASME B46.1

Windows embedded 7 / Windows embedded 8.1
Windows 10 loT 2016 / Linux/Driver Support

Frame Optimization Designed

Perfectly fit between HMI and
control cabinet, preventing
liquids infiltration.

Front Bezel Standards:

@ DIN EN 1672-2
@ |IP66/IP69K
@ DIN 42115, Part 2
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Address: 15F-1, No. 186, Jian Yi Road, Zhonghe Dist., New Taipei City, 235, Taiwan
TEL: +886-2-8226-2881 FAX.: +886-2-8226-2883 e-mail: sales@aplex.com.tw

EN 1672-2 Food Processing Machinery.
Basic Concepts. Hygiene Requirements.

GASKET Material :
Silicone Rubber ->§177.2600

@ Minimize the grooves and gaps.
@ Increase resistance to chemical liquids.

ADHESIVE Material :
Silicone ->§ 177.2600

Non-migrating, food-standard sealing
material (flatseals to FDA 21 CFR
177.2600).

www.aplex.com.tw



